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Applicant : AOK Industrial Company Limited
Manufacturer . AOK Industrial Company Limited
Product Name . SE Series solar street light

AOK-60WsE-DC-AP-L5-5070-T3-P,
AOK-60WSsE-DC-XX-XX-XXXX-BN-P (The first "XX" which can be any lamp
bead brand and lamp bead type,followed by "XXXX" which can be any numb

Model No. ers for temperature colors and color rendering index, followed by "BN" which
can be any letters or digits for beam angles, The “P” can be "-A","-B", "-C",
"-D" or "-E" for mounting means)

Trade Mark : AOK
Input: DC 18V 4.4A IP66 ta45°C

Rating(s) : Output: DC 48V 1.25A Max 60W
Battery: 12.8V 537.6W

Test Standard(s) : J55015(H29)

The device described above is tested by Shenzhen Anbotek Compliance Laboratory Limited to
determine the maximum emission levels emanating from the device and the severe levels of the
device can endure and its performance criterion. The measurement results are contained in this test
report and Shenzhen Anbotek Compliance Laboratory Limited is assumed full responsibility for the
accuracy and completeness of these measurements. Also, this report shows that the EUT to be
technically compliant with the J55015 requirements.

This report applies to above tested sample only and shall not be reproduced in part without written
approval of Shenzhen Anbotek Compliance Laboratory Limited

Date of Receipt: Jan. 22, 2021

Date of Test: Jan. 26~Jan. 28, 2021

Wiane de
Prepared By:

(Engineer / Winnie Huang)

W v

(Supervisor / Well Wang)

g o

(Manager / KingKong Jin)
Shenzhen Anbotek Compllance Laboratory Limited Code:AB-EMC-07-b

Park, Sanwei Community, ;{3\] Hotline
¢ ) 100 00

Approved & Authorized Signer:

& J 400-003-0500

Ank ~ 7 A ~ hntoa ~ m
anbotek.com www.anbotek.com
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1. General Information

1.1. Client Information

Applicant : | AOK Industrial Company Limited

Address : Building 1, Shengzuozhi Technology Industrial Park, Shajing Street,
Shenzhen City, Guangdong Province, China

Manufacturer : | AOK Industrial Company Limited

Address * | Building 1, Shengzuozhi Technology Industrial Park, Shajing Street,
Shenzhen City, Guangdong Province, China

Factory - | AOK Industrial Company Limited

Address : Building 1, Shengzuozhi Technology Industrial Park, Shajing Street,
Shenzhen City, Guangdong Province, China

1.2. Description of Device (EUT)

Product Name : | SE Series solar street light

Model No. - | AOK-60WsE-DC-AP-L5-5070-T3-P,

AOK-60WSsE-DC-XX-XX-XXXX-BN-P (The first "XX" which can be any lamp
bead brand and lamp bead type,followed by "XXXX" which can be

any numbers for temperature colors and color rendering index, followed by "
BN" which can be any letters or digits for beam angles, The “P” can be "-A",
"-B", "-C", "-D" or "-E" for mounting means)

(Note: All samples are the same except the model number & appearance, so
we prepare “AOK-60WsE-DC-AP-L5-5070-T3-P” for test only.)

Trade Mark - | AOK

Test Power Supply | : | DC 18V/N.A./DC 12.8V
Test Sample No. S 1-1-1

Product - | Adapter: | N/A
Description

Remark: (1) For a more detailed features description, please refer to the manufacturer’s specifications
or the User's Manual.

1.3. Auxiliary Equipment Used During Test

N/A

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b
Add 331/ cience blogy Park, Sanwei Community, (/—:’\ e

g, China 2/ 400-003-0500
mail: service @ anbotek.com www,.anbotek.com
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1.4. Description of Test Modes

Page 5 of 29

Pretest Modes

Descriptions

Mode 1

Charging

Mode 2

Solar Power

Mode 3

Light Mode

For Mode 1 Block Diagram of Test Setup

DC mains
<—

EUT

For Mode 2~Mode 3  Block Diagram of Test Setup

EUT

1.5. Test Summary

Test Items Test Modes Status

Power Line Conducted Emission Test (9KHz To 30MHz) / N

Radiated Emission Test (30MHz To 300MHZz) Mode 3 P

Magnetic Radiated Emission Test (9KHz To 30MHz) All Mode P

P) Indicates “PASS”.
N) Indicates “Not applicable”.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b

@ Hotline
2 400-003-0500

www.anbotek.com

Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community,
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China.

Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com
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1.6. Test Equipment List

Radiated Emission Measurement

Item Equipment Manufacturer Model No. | Serial No. Last Cal. Cal. Interval
1. | EMI Test Receiver | Rohde & Schwarz ESCI 100627 Oct. 26, 2020 1 Year
2. Pre-amplifier Schwarzbeck BBV-9745 | 9745-075 | Oct. 26, 2020 1 Year
Bilog Broadband
3. SCHWARZBECK | VULB 9163 01109 Nov. 02, 2020 2 Year
Antenna
Software Name !
4, Ferrari Technology | EMEC-3A1 N/A N/A N/A
EZ-EMC

Magnetic Radiated Emission Measurement

ltem Equipment Manufacturer Model No. | Serial No. Last Cal. Cal. Interval
1. | EMI Test Receiver | Rohde & Schwarz ESCI 100627 Oct. 26, 2020 1 Year
Triple-Loop
2. EVERFINE LLA-2 905003 Oct. 30, 2020 1 Year
Antenna(2M)
- . Compliance
3. | RF Switching Unit L p RSU-M2 38303 Oct. 26, 2020 1 Year
Direction
Software Name )
4. Ferrari Technology | ANB-03A N/A N/A N/A
EZ-EMC
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b
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1.7. Description of Test Facility

The test facility is recognized, certified, or accredited by the following organizations:

FCC-Registration No.: 184111

Shenzhen Anbotek Compliance Laboratory Limited, EMC Laboratory has been registered
and fully described in a report filed with the (FCC) Federal Communications Commission.
The acceptance letter from the FCC is maintained in our files. Registration No.

184111, September 30, 2020.

ISED-Registration No.: 8058A

Shenzhen Anbotek Compliance Laboratory Limited, EMC Laboratory has been registered
and fully described in a report filed with the (ISED) Innovation, Science and Economic
Development Canada. The acceptance letter from the ISED is maintained in our files.
Registration 8058A, September 30, 2020.

Test Location

Shenzhen Anbotek Compliance Laboratory Limited.

1/F, Building D, Sogood Science and Technology Park, Sanwei community, Hangcheng
Street, Bao'an District, Shenzhen, Guangdong, China.518128

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b

1/F., Building D, Sogood Science and Technology Park, Sanwei Community, ;,73\] Hotline
aoar ue <_/ 400-003-0500

Ank ~ 7 A ~ hntoa ~ m
anbotek.com www.anbotek.com
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2. Radiated Emission Test

2.1. Test Standard and Limit

Test Standard J55015(H29)
Radiated Emission Test Limit
Frequency DISTANCE FIELD ?_T;II_EI_NGTHS
(MHZz) (Meters)
Test Limit (dBuV/m)

30 ~ 230 3 40
230 ~ 300 3 47

Remark: (1) The smaller limit shall apply at the combination point between two frequency bands.

(2) Distance refers to the distance in meters between the measuring instrument antenna and
the closed point of any part of the EUT.

2.2. Test Setup

ANTENNA ELEVATION VARIES FROM 1 TO 4 METERS

|
|

k——— 3METERS ——

EUT and Simulators
System

1

0.8 METER

l

GROUND PLANE

2.3. EUT Configuration on Measurement

The J55015(H29) regulations test method must be used to find the maximum emission
during radiated emission measurement.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b

(/‘)\] Hotline
{) 400-003-0500

www.anbotek.com
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2.4. Operating Condition of EUT
2.4.1. Setup the EUT as shown in Section 2.2.

2.4.2. Turn on the power of all equipments.

2.4.3. Let the EUT work in test mode and measure it.

2.5. Test Procedure
The EUT is placed on a turn table which is 0.8 meter high above the ground. The turn
table can rotate 360 degrees to determine the position of the maximum emission level.
The EUT is set 3 meters away from the receiving antenna which is mounted on an
antenna tower. The antenna can be moved up and down from 1 to 4 meters to find out
the maximum emission level. Bilog antenna is used as a receiving antenna. Both
horizontal and vertical polarization of the antenna are set on test.
The bandwidth of the Receiver (ESCI) is set at 120kHz.
The EUT is tested in Chamber.

The test results are listed in Section 2.6.

2.6. Test Results
PASS

The frequency range from 30MHz to 300MHz is investigated.

The test curves are shown in the following pages.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b

Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, /—3\ Hotline
. - g Aa 4

t, Bao'an D </ 400-003-0500

anbotek.com www,anbotek.com
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Test item: Radiation Test Polarization: Horizontal
Standard: (RE)J55015(H29) Power Source: DC 18V
Distance: 3m Temp.(°C)/Hum.(%RH): 22.1('C )/50%RH
Test Mode: Charging
800 dBu¥m
m
60
50
M alyin -6 B
W
0
0
10 1 Pyt i X ot [Srerdotiiedan
o5 o = ST LA Ui
T%WJWMMJTM Tﬂ' R
00
20.000 ] 50 (7] B0 [MHz] 200 200.000
Freq. Reading | Facitor | Result Limit |Ower Limit Height | degres
No- | MHz) | @Buv) | 0 [@Buvim)|@Buvim)| (@B) || tem) | (deg) | REme
1 436135 26.54 -15.60 10.94 40.00 -2806 | peak
2 61.2521| 26.59 -16.80 969 40.00 -30.31 peak
3 94 8683 26.69 -16.10 10.59 40.00 -29.41 peak
4 120.8151( 27.80 -18.40 9.40 40.00 -30.60 | peak
5 161.1005( 30.10 -19.86 10.24 40.00 -2876 | peak
i 192 5845 32.36 -17 .85 14 51 40.00 -2549 | peak
Note: Result=Reading+Factor Over Limit=Result-Limit
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. Z_/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com www.anbotek.com
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Test item: Radiation Test Polarization: Vertical
Standard: (RE)J55015(H29) Power Source: DC 18V
Distance: 3m Temp.(°C)/Hum.(%RH): 22.1(°C )/50%RH
Test Mode: Charging
800 dBu¥fm
mm
60
50
bl uyin -E dB
a0
0
20
) 5 T Lt
10 Ay 2 A, M A v‘“lw""*w.\
e 1 y
"-'\l'w‘w/ 1 Wﬂp{-’\r o J‘MNP N wg',,lﬁll'u}.
0o ;
an.oon an 50 60 W B0 [MHz] 200 300000
Freq. Reading | Factor | Result Limit |Ower Limit Height | degres
No- | mHz) | @Buv) | 0 |@Buvim)|@Buvim)| (@B) |"%| em) | (deq) | "=
1 307760 2851 -15.63 12.88 40.00 -2712 | peak
2 56.1851| 26.13 -16.19 5904 40.00 -30.06 | peak
3 70.3269) 30.50 -20.46 10.04 40.00 -2096 | peak
4 96.5209) 29.71 -15.93 13.78 40.00 -2622 | peak
] 202.8249( 3540 -17.71 17.69 40.00 -2 3 peak
6 179.7303( 3283 -18.82 14.01 40.00 -25898 | peak
Note: Result=Reading+Factor Over Limit=Result-Limit
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. Z_/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com www.anbotek.com
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Test item: Radiation Test Polarization: Horizontal
Standard: (RE)J55015(H29) Power Source: N.A.
Distance: 3m Temp.(°C)/Hum.(%RH): 22.1('C  )/50%RH
Test Mode: Solar Power
800 dBuY A
Fyl]
60
50
W alain -6 dB
- i
0
20
1 4
[ iy, W =" e
[ g g TN
00
an.onn an 50 0 7 80 [MHz] 00 300000
Freq. Reading | Factor | Result Limit |Ower Limit Height | degree
No- | mHz) | (dBuv) 0 |(@Buvim)|(dBuvim)| (dB) || (em) | (geq) | RO
1 393207 2681 -15.74 11.07 40.00 -28.93 peak
2 62.3190| 27.36 -17.32 10.04 40.00 -20.96 peak
3 95 9668| 27.58 -15.98 11.60 40.00 -28.40 peak
4 1187466 27.94 -18.06 988 40.00 -30.12 peak
5 183.9166| 27.92 -18.44 948 40.00 -30.52 peak
G 2315374 2880 -16.59 1230 47.00 -34.70 peak
Note: Result=Reading+Factor  Over Limit=Result-Limit
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. Z_/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com www.anbotek.com



Anbotek

Product Safety

Report No.:18240EC10004101 Page 13 of 29
Test item: Radiation Test Polarization: Vertical
Standard: (RE)J55015(H29) Power Source: N.A.
Distance: 3m Temp.(°C)/Hum.(%RH): 22.1(°C )/50%RH
Test Mode: Solar Power
B0 dBuvSm
m
60
50
L]
0
20
4 2
10 B LTS 1 = st
MUUMMM ’TV MPW\ WMW‘M’ " M o Mwl"‘r""w\. —— MNT«‘. M
0o
20.000 40 50 (71} B0 [MHz] 200 200.000
Fraq. Reading | Factor | Result Limit |Owver Limit Height | degres
No- | MH2) | (dBuv) 0 |@Buvim)|@Buvim)|  @B) || em) | (geg) | PO
1 411737 29.41 -15.58 13.83 40.00 2617 peak
2 4B 6542 2796 -15.84 1212 40.00 -27.88 peak
3 70.7329( 3069 -20.52 1017 40.00 -29.83 peak
4 104 6216 27.64 -16.09 11.55 40.00 2845 peak
5 143 5888 2776 -20.44 a2 40.00 -32 68 peak
5 212.3837| 26.90 -17.39 9.51 40.00 -30.48 peak
Note: Result=Reading+Factor Over Limit=Result-Limit
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. Z_/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com www.anbotek.com
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Test item: Radiation Test Polarization: Horizontal
Standard: (RE)J55015(H29) Power Source: DC 12.8V
Distance: 3m Temp.(°C)/Hum.(%RH): 22.1('C  )/50%RH
Test Mode: Light Mode
GO0 dfu¥im
m
&0
50
?“h:i-.:in- B dB
40 - :
. N l
0 A 4
TRl
1 e P
20 - \'\,»
P L Ly Ay ‘\Lf
f % /! ’ A 'A\.rﬂ\
i \ Bt ™ ¥
0o
20.000 a0 50 [T W B0 [MHz] 200 200,000
Freq. Reading | Factor | Result Limit |Ower Limit Height | degres
No- 1 mH2) | @@Buvy | 0 |@Buvim)|@Buvim)| (@B) |°F=| em) | (deg) | ™
1 44 1186| 36.62 -15.60 2102 40.00 -18.98 peak
2 56.5095| 4768 -16.20 .48 40.00 -8.52 peak
3 74 9566 56.78 -21.21 3557 40.00 -4 .43 aP 100 360
4 9063393 4414 -15.73 2841 4000 -11.59 peak
5 118.0650( 38.59 -17 95 20 64 40.00 -19.36 peak
G 152.9753| 37.74 -20.22 17.52 40.00 -22.48 peak
Note: Result=Reading+Factor  Over Limit=Result-Limit
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2_/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com www.anbotek.com
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Test item: Radiation Test Polarization: Vertical
Standard: (RE)J55015(H29) Power Source: DC 12.8V
Distance: 3m Temp.(°C)/Hum.(%RH): 22.1(°C )/50%RH
Test Mode: Light Mode

800  dBuVim

™

(21}

50

i M atuin -6 JE

20 /_f Ve g
i P \,«-\ﬂ\l'
I il |
10 \"‘ Tl Wip/ )
oo
an.onm 40 50 1] Ll #0  [MHz] 200 200 Do
Freq. Reading | Factor | Result Limit |Owver Limit Height | degree
No- | MHZ) | (dBuv) 0 |(@Buvim)|@Buvim)| @8) |PF=| em) | (degy | P
1 36435 4499 -16.85 2814 40.00 -11.86 peak
2 56.1851( 5057 -16.19 34.38 40.00 -5.62 QP 100 0
3 757916 51.67 -21.10 3057 40.00 -9.43 peak
4 99.3303( 4467 -16.73 28.94 40.00 -11.06 peak
5 1173873 42.26 -17.83 2443 40.00 -15.57 peak
€ 152.0972( 38.79 -20.26 18.53 40.00 -21.47 peak
Note: Result=Reading+Factor Over Limit=Result-Limit
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community, @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. Z_/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 755-26014772 Email: service @anbotek.com www.anbotek.com
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3. Magnetic Radiated Emission Test

3.1. Test Standard and Limit

Test Standard J55015(H29)

Limits for Magnetic Radiated Emission

Limits for loop diameter (dBuA)
Frequency
2m
9KHz ~ 70KHz 88
Test Limit

70KHz ~ 150KHz 88 ~ 58*
150KHz ~ 3.0MHz 58 ~ 22*

3.0MHz ~ 30MHz 22

Remark: (1) At the transition frequency the lower limit applies.
(2) * decreasing linearly with logarithm of the frequency.

3.2. Test Setup

2m Loop Antenna

e

AC Mains Test Receiver

R S

3.3. EUT Configuration on Measurement

The following equipments are installed on Magnetic Radiated emission Measurement
to meet J55015(H29) requirements and operating in a manner which tends to
maximize its emission characteristics in a normal application.

3.4. Operating Condition of EUT
3.4.1. Setup the EUT as shown in Section 3.2.

3.4.2. Turn on the power of all equipments.

3.4.3. Let the EUT work in test mode and measure it.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b

)y Park, Sanwei Community, (/—:’\ s
2/ 400-003-0500

mail: service @anbotek.com www.anbotek.com

g, China
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3.5. Test Procedure

The EUT is placed on a wood table in the center of a loop antenna. The induced
current in the loop antenna is measured by means of a current probe and the test
receiver. Three field components are checked by means of a coaxial switch.

The frequency range from 9KHz to 30MHz is investigated. The receiver is measured
with the quasi-peak detector. For frequency band 9KHz to 150KHz, the bandwidth of
the test receiver (ESCI) is set at 200Hz. For frequency band 150KHz to 30MHz, the
bandwidth is set at 9KHz.

All the test results are listed in Section 3.6.

3.6. Test Results
PASS

The frequency range from 9KHz to 30MHz is investigated.

The test curves are shown in the following pages.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-07-b

I/F., Building D, Sogood Scie

e and Technology Park, Sanwei Community, 7N Hotline

$ Raa'an e
t, Bao'an Dist

Z_/ 400-003-0500

Email: service @anbotek.com www.anbotek.com
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Magnetic Radiated Emission Test

Test Site: 1# Shielded Room
Test Specification: DC 12.8v
Comment: X

Temp.: 23.5°C Hum.: 50%

1000 dBud

My | #U ' ﬁ‘lv‘”‘w Mﬂmwﬂu LV 3% S v
i W‘M A WM@‘

20
0.009 [MHz] 0000
Freq. Reading | Factor | Result Limit | Ower Limit i ek

No- | MHz) | (dBuA) | (dB) | (dBuA) | (dBua) | (@B) |P==er| Feme

1 36M0( 1270 0.03 1273 22.00 -9.27 QP

2 51420 1595 0.04 15.99 22.00 -6.01 apP

2 6.6740| 907 0.07 9.14 22.00 -12.86 ap

4 84818 976 0.05 9.81 22.00 -12.19 ap

5 12.7100( 10.50 0.02 10.52 22.00 -11.48 ap

3] 20.8540| 840 0.02 8.42 22.00 -13.58 ap

Note: Result=Reading+Factor Over Limit=Result-Limit
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Magnetic Radiated Emission Test

Test Site: 1# Shielded Room
Test Specification: DC 12.8V
Comment: Y

Temp.: 23.5°C Hum.: 50%

1000 difehs
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Freq. Reading | Factor | Result Limit | Ower Limit - .
No- | MHz) | (dBuA) | (dB) | (dBuA) | (dBuA) | (aB) |D=t=tr| Reme
1 3.2500| 10.40 0.02 10.42 2200 -11.58 ap
2 52580 869 0.05 8.74 2200 -13.26 ap
3 792200 773 0.06 7.79 2200 -14.21 apP
4 12 26201 T2 0.0 7.22 2200 -1478 apP
5 16.6020] 8.04 0.02 8.06 22.00 -13.94 QapP
3] 277740 833 0.02 8.25 2200 -13.65 ap
Note: Result=Reading+Factor Over Limit=Result-Limit
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Magnetic Radiated Emission Test

Test Site: 1# Shielded Room
Test Specification: /DC 12.8V
Comment: Z

Temp.: 23.5°C Hum.: 50%
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Freq. Reading | Factor Result Limit Cwer Limit
D R ri
No- | mHz) | (@BuA) | (@B) | (9Bur) | w@BuA) | (@B) sl K
1 208201 1354 0.0 1355 26.39 -12.84 apP
2 35700 1032 0.03 10.35 22.00 -11.65 ap
2 52580 877 0.05 8.82 2200 -13.18 apP
4 73900 826 0.07 833 22.00 -13.67 apP
5 15.3700( 7.84 0.02 7.86 2200 -14 .14 ap
3] 26.0340( 882 0.02 8.64 22.00 -13.36 ap
Note: Result=Reading+Factor Over Limit=Result-Limit
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APPENDIX | -- TEST SETUP PHOTOGRAPH

Photo of Radiated Emission Test

Photo of Magnetic Radiated Emission Test
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APPENDIX Il -- Photo documentation
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Soler LED Street Light
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AOK Lithium iron phosphate Battery(LiFePO4)

12.8V42Ah537.6Wh
Production time: 20201109
Lifespan:2000-5000times
Ambient Temperature: Charge 0-55degree, Discharge
10-60degree

Warning/Strictly prohibit:
Short circuit
Put into the water
Over temperature use
Prevent impact
Do not disassemble and pierce.
All of above may cause explosion and other dangers.
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BAT Voltage: 12V
LED Curvent: 5

Voltage:
- 91602-9115A6
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ATTENTIO
® Please wire s e nrder’!ioan'vfé)aarrsry- !
* Please donoleithe Wires fouch each oher o avig shor cicuit

® The system willhave 2 discharg y
| gin n
Process n the first power-on g
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End of Report
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